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GENERAL NOTES - ROADWAY

SAW CUTTING OF PAVEMENTS, SHOULDERS, ETC. SHALL BE FULL DEPTH AND SHALL RESULT IN A
CLEAN, STRAIGHT EDGE ON THE PORTION REMAINING. ALL SAW CUTTING SHALL BE CONSIDERED
INCLUDED IN THE COST OF THE ITEM REMOVED.

USE NO. 8 EPOXY-COATED TIE BARS (OR DOWEL BARS) CONFORMING TO ARTICLE 1003.10(BX2) OF
THE STANDARD SPECIFICATIONS FOR LONGITUDINAL CONSTRUCTION JOINT GROUTED-IN-PLACE
TIE BAR AS SHOWN ON STATE STANDARD 420001 AND FOR TYING PORTLAND CEMENT CONCRETE
PAVEMENT TO EXISTING CONCRETE PAVEMENT AS SHOWN ON THE PLANS. THE TIE BARS WILL
NOT BE PAID FOR SEPARATELY BUT SHALL BE INCLUDED IN THE COST OF THE PAVEMENT ITEMS
BEING CONSTRUCTED.

THE THICKNESS OF BITUMINOUS MIXTURES SHOWN ON THE PLANS IS THE NOMINAL THICKNESS.
DEVIATIONS FROM THE NOMINAL THICKNESS WILL BE PERMITTED WHEN SUCH DEVIATIONS OCCUR
DUE TO IRREGULARITIES IN THE BASE ON WHICH THE BITUMINOUS MIXTURE IS PLACED.

EXCEPT AS NOTED ON THE PLANS, PAVEMENT GRADES SHOWN ARE AT THE TOP OF PAVEMENT
SURFACES.

THE ENGINEER SHALL BE THE SOLE JUDGE CONCERNING CURING TIME FOR THE VARIOUS PAVEMENT
LIFTS.

GENERAL NOTES - TRAFFIC CONTROL & PROTECTION

STAGING PROCEDURES PRESENTED ARE THE SUGGESTED SEQUENCE OF OPERATIONS. AT HIS OPTION, THE
CONTRACTOR MAY SUBMIT AN ALTERNATIVE STAGING PROPOSAL TO THE ENGINEER FOR HIS APPROVAL.

TRAFFIC CONDITIONS, ACCIDENTS AND OTHER UNFORESEEN EMERGENCY CONDITIONS MAY REQUIRE THE

ENGINEER TO RESTRICT, MODIFY OR REMOVE LANE CLOSURES OF CHANNELIZATION SHOWN IN THE PLANS.

THE CONTRACTOR SHALL MAKE THE NECESSARY ADJUSTMENTS AS DIRECTED BY THE ENGINEER WITHOUT
DELAY. THE CONTRACTOR SHALL RESPOND TG ANY REQUEST MADE BY THE ENGINEER FOR CORRECTION
WITHIN TWO HOURS FROM THE TIME OF NOTIFICATION.

ALL TEMPORARY PAVEMENT MARKINGS PROPOSED WITHIN THE WORK AREA SHALL BE COMF’LETED PRIOR
TO THE CONSTRUCTION PHASE CHANGE. -

THE RESIDENT ENGINEER SHALL CONTACT DON CHIARUG; AREA TRAFFIC ENGINEER AT (847) T741-9857, A
MINIMUM OF TWO WEEKS PRIOR TO PLACEMENT OF PERMANENT PAVEMENT MARKINGS.

GENERAL NOTES - DRAINAGE & UTILITIES

BEFORE STARTING ANY EXCAVATION, THE CONTRACTOR SHALL CALL J.U.L.ILLE. AT 1-800-892-0123
FOR FIELD LOCATIONS OF BURIED UTILITIES. (48 HOUR NOTIFICATION REQUIRED).

THE CONTRACTOR SHALL COORDINATE CONSTRUCTION ACTIVITIES WITH UTILITY COMPANIES AND THE
DEPARTMENT OF TRANSPORTATION

ALL ELEVATIONS SHOWN ON THESE PLANS ARE ON THE U.S.G.S DATUM

THE CONTRACTOR WILL NOT BE ALLOWED TO SET UP A YARD OR FIELD OFFICE ON STATE PROPERTY
WITHOUT THE WRITTEN PERMISSION FROM THE DEPARTMENT

ANY REFERENCE TO A STANDARD IN THESE PLANS SHALL BE INTERPRETED TO MEAN THE EDITION
AS INDICATED BY THE SUBNUMBER LISTED ON THE INDEX OF SHEETS OR THE COPY OF THE
STANDARD INCLUDED IN THESE PLANS.

GENERAL NOTES — EROSION CONTROL & LANDSCPING

ALL EROSION CONTROL MEASURES SHALL BE IN ACCORDANCE WITH THE REQUIREMENTS OF THE STANDARD
SPECIFICATIONS AND OF THE APPLICABLE STATE STANDARDS FOR THE ENTIRE DURATION OF THE
CONTRACT, OR UNTIL SUCH TIME AS DIRECTED BY THE ENGINEER.

ALL AREAS DISTURBED AND RESTORED WITH SEEDING SHALL BE COVERED WITH AN EROSION CONTROL
BLANKET IN ACCORDANCE WITH SECTION 251 OF THE STANDARD SPECIFICATIONS.

SEEDING WILL NOT BE PERMITTED AT ANY TIME WHEN THE GROUND IS FROZEN, WET, OR IN AN UNTILLABLE
CONDITION. LOCATIONS TO BE SEEDED ARE AS OUTLINED IN THESE PLANS. ANY ADDITIONAL AREAS SHALL
BE DETERMINED BY THE ENGINEER.

BEFORE STARTING CONSTRUCTION ON STAGE 2 OF THE PROJECT, EROSION CONTROL BLANKET AND
SEEDING, CLASS 3 SHALL BE PLACED AFTER FINAL GRADING HAS BEEN COMPLETED ON THE FIRST PHASE OF
CONSTRUCTION.

THE CONTRACTOR SHALL TAKE ALL NECESSARY PRECAUTIONS FOR THE PROTECTION OF EXISTING PLANT
MATERIAL FOR WHICH THE CONTRACT DOES NOT PROVIDE REMOVAL. THE PROTECTION OF EXISTING PLANT
MATERIAL AND THE REPAIR OR REPLACEMENT OF EXISTING PLANT MATERIAL DAMAGED BY THE
CONTRACTOR SHALL BE DONE IN ACCORDANCE WITH THE REQUIREMENTS OF SECTION 201 OF THE
STANDARD SPECIFICATIONS.

LANDSCAPE CONTRACTOR SHALL STAKE THE LOCATION OF ALL SEEDING AND HAVE ALL PLANTING
LAYOUTS APPROVED BY THE ENGINEER PRIOR TO INSTALLATION.

APPROVED WATERING EQUIPMENT SHALL BE AT THE SITE OF THE WORK AND IN OPERATING CONDITION
PRIOR TO STARTING THE SEEDING OPERATION AND DURING ALL SEEDING OPERATIONS OR SEEDING WILL
NOT BE ALLOWED.

THE CONTRACTOR SHALL REPAIR IN KIND ANY AREAS DAMAGED AS A RESULT OF LANDSCAPING OPERATIONS

THE FINISHED EARTHWORK SHALL HAVE A VEGETATION SUSTAINING SOIL COVERING THE TOP FOUR (4) INCHES
IN AREAS TO BE SEEDED OR SODDED.

F AP, TOTAL TSHEET
RTE. | SECTION COUNTY  1SHEETS|  NO.
326 | E-8-4-B KANE 62 3

FED. ROAD DIST. NO. 1 ‘]LLINOIS‘ FED. AID PROJECT

CONTRACT NO. 62531
ISTHA CONTRACT RR-02-5129
ISTHA BRIDGE NO. 1101

REVISIONS
NAME

*

rjngroup

Excellence through Ownership

200 West Front Street

Wheaton, Il 60187

ILLINOIS DEPARTMENT OF TRANSPORTATION
F.AP. ROUTE 326 (IL 47)

GENERAL NOTES

VERT.
SCALE: HORIZ. DRAWN BY: NEC

DATE: MARCH 21, 2006 CHECKED BY: SPF




